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Platform Construction Overview
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1.) Lay out pier blocks according @
to framing plan and level.

for pre-cast pier blocks.

Note:
ePoured concrete footings may be substituted
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2.) Cut 4x6 beams to length, level them,
and fasten onto pier blocks.

3.) Cut 2x6 perimeter blocking
and fasten to 4x6 beams.

4.) Install floor insulation (optional).

Notes:

*Diagram assumes level site. On sloping terrain
vertical support posts and cross bracing may be necessary.

oIf 14" plywood flooring is used we recommend adding
2x6 blocking between beams (four feet on center).

oIf you plan to purchase the cable tie-down option an extra
4x6 block will be needed in the center of the platform.

5.) Fasten flooring (14" plywood or 2x6 T&G) onto 4x6
beams.
6.) Cut flooring into circle with diameter matching that of the yurt.
7.) Staple 2" wide strips of tar paper onto edge of cut flooring (or use
caulking) to provide a seal between flooring and drip edge.
8.) Cut 3;" exterior plywood (OSB is best for small yurts) into
strips of desired width (at least 8") and fasten around
perimeter of flooring so that 1" protrudes above floor level.
This is the plywood drip edge.
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Typical 24' Platform Framing Plan
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TYPICAL ELEVATION

%" x 8" exterior plywood drip edge attached to edge
of platform. Top of drip edge togbe 1" above floor level. Entry deck should be below the floor level of
Notes: the yurt platform so as not to interfere with drip edge.
1.) Platform construction and footings should
reflect conditions of each individual site.
2.) 2x6 T&G or 1%" plywood flooring to be laid
perpendicular to 4x6 beams and trimmed to
the same diameter as that of the yurt.
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Entry deck
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Note: Platform and footings should be designed
according to the conditions of each individual
site and local building requirements.

Typical Platform Elevation
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2X6 T&G Layout - 24" Yurt

Often 2x6 T&G is used for open beam ceilings and may have a V-groove which
should face down so as not to catch debris and make floor sweeping difficult.
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1.) Make a compass using a board or non-stretch 2.) Using a sharp circular saw carefully cut the
string and a nail at the center to mark radius. platform to exactly 24 feet in diameter.
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Plywood Layout - 24' Yurt

Note: Due to the tongue and groove on 1-1/8" plywood you may need to laminate
a small piece of scrap to one edge in order to achieve the full diameter.
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1.) Make a compass using a board or non-stretch 2.) Using a sharp circular saw carefully cut the
string and a nail at the center to mark radius. platform to exactly 24 feet in diameter.
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Plywood drip edge

2x6 Perimeter blocking

\Pier block

4x6 Beam

\/Screws through drip edge into flooring

Plan View

2x6 T&G flooring
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Elevation
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24' Diameter Yurt

Platform Materials — 2x6 T&G Flooring Option

Material Quantity Use
2x6 Kiln Dried 32 @ 14 Platform Flooring
T&G “Select Deck’ 19@ 12'
40 @ 10'
14 @ 8'
2X6 Standard & Better 4 @ 10' Perimeter Blocking
9@ 8
4x6 Standard & Better 3@ 16' Beams
2@ 14
2@ 12
2@ 10

3/8" Exterior Plywood Siding (no groove)

2 Sheets (4' x 8")

Plywood Drip Edge

16" Concrete Pier Block with Post Base
Bracket

20

Footing

24' Diameter Yurt

Platform Materials — 1-1/8" Plywood Flooring Option

Material

Quantity

Use

1-1/8" T&G Plywood

18 Sheets
(4'x 8"

Platform Flooring

2x6 Standard & Better

4 @ 10'
22@ 8

Blocking

4x6 Standard & Better

3@ 16'
2@ 14
2@ 12
2@ 10

Beams

3/8" Exterior Plywood Siding (no groove)

2 Sheets (4' x 8")

Plywood Drip Edge

16" Concrete Pier Block with Post Base
Bracket

20

Footing

Note: This material list represents the minimum amount of lumber, etc required for a basic
circular platform on flat level ground. It does not include any exterior deck/porch materials. For
sloped sites or to elevate the platform you will need to add 4x4 posts and cross bracing.
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